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The KLICK Double Spot is a compact 2-light LED track fixture. Encapsulated within the KLICK track, these twin lights can stage 
the space with a subdued effect that complements the surrounding with minimum intrusion over complimentary lighting sources.

Features

Description

KL-TWIN
KLICK Double Spot
Track Lighting

Ordering Guide

Body
Constructed from aluminum, this LED 
fixture features an aesthetically pleasing 
smooth 2-light cylindrical shape.

Beam Spread
The fixture is available in 30° and 60° 
beam angles.

Dimming
The track fixture is dimmable when 
used with compatible dimmable driver 
(Consult factory for compatible drivers 
and dimmers).

LED Characteristics
CREE® LED chip maintains uniform 
intensity with a typical luminous flux up 
to 450 lumens, with a typical CRI of 90+. 

Available in 2700 K, 3000 K, 3500 K and 
4000 K correlated color temperature.

Mounting
This LED fixture is designed to be simple 
and convenient, with secure-click 
locking technology; providing significant 
savings on installation and maintenance.

Compatibility
Compatible with KLICK track series.
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Beam Spread

30 : 30°
60 : 60°

- - -KL-TWIN

SPECIFICATION
Approved Location Dry / Indoor
Application Track
Certification cETLus
Beam Spread 30° / 60°

Color Temperature 2700 K / 3000 K / 3500 K 
/ 4000 K

CRI 90+
Dimmable Yes
Lumens per Watt Up to 90
TM-30 Annex E P2 / V- / F2
Voltage 24V DC
Wattage 5W

15⁄16"
33mm

41⁄8"
105mm

2¼"
57mm

Technical Drawings

Notes:
Accessories are sold separately. For additional options please consult your A-Line representative.
Due to our continued efforts to improve our products, product specifications are subject to change without notice.

Color Temperature Finish Color

Leave blank for 3000 K
27K : 2700 K
35K : 3500 K
40K : 4000 K

BK : Black
WH : White


